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Serie 179 Z PUR

Vollgummi-
Réider und -Rollen

PEVOPUR® Bandagen

Q *D‘- [% Zylindrische PEVOPUR® Bandagen

Elekirisch leitfihige
Réider und Rollen

Artikelcode mm W mm d mm kg 93 Shore A mit mechanisch

179 Z PUR/150/050/100 150 50 100 640 bearbeitetem Stahlring fir Felgen

179 Z PUR/150/075/100 150 75 100 960 mit Passung kil %c:
179 Z PUR/180/050/120 180 50 120 760 ?g
179 Z PUR/180/075/120 180 75 120 1.140 gé
179 Z PUR/200/050/140 200 50 140 840 5
179 Z PUR/200/075/100 200 75 100 1.260

179 Z PUR/230/050/170 230 50 170 980 _
179 Z PUR/230/075/170 230 75 170 1.460 E;
179 Z PUR/230/085/170 230 85 170 1.660 éz
179 Z PUR/250/050/190 250 50 190 1.060

179 Z PUR/250/060/190 250 60 190 1.260

179 Z PUR/250/080/170 250 80 170 1.680 =
179 Z PUR/250/130/140 250 130 140 2.740 EE:
179 Z PUR/254/076/203 254,0 (10") 76,0 (3") 203,0 (8") 1.770 3:5
179 Z PUR/254/102/165 254,0 (10") 102,0 (4") 165,0 (6 ") 2.180

179 Z PUR/254/120/190 254 120 190 2.560

179 Z PUR/254/127/165 254,0 (10") 127,0 (5") 165,0 (6 ") 2.720 4
179 Z PUR/267/089/203 267,0 (10 2") 89,0 (3 %2") 203,0 (8") 2.000 '..%
179 Z PUR/285/100/200 285 100 200 2.400 %
179 Z PUR/285/100/228 285 100 228 2.400

179 Z PUR/305/127/203 305,0 (12") 127,0 (5") 203,0 (8") 3.100

179 Z PUR/318/076/254 318,0 (12 ") 76,0 (3") 254,0 (10") 1.920

179 Z PUR/318/089/254 318,0 (12 2" 89,0 (3 12") 254,0 (10") 2.260

179 Z PUR/330/089/254 330,0 (13") 89,0 (3 2") 254,0 (10") 2.350

179 Z PUR/330/140/241 330,0 (13") 140,0 (5 2") 241,0 (9 2") 3.680

179 Z PUR/345/140/245 345 140 245 3.860

179 Z PUR/350/100/280 350 100 280 2.800

179 Z PUR/381/127/286 381,0 (15") 127,0 (5") 286,0 (11 '4") 3.860 ‘_=§
179 Z PUR/405/130/305 405 130 305 4.000 w =
179 Z PUR/500/085/370 500 85 370 3.000

179 Z PUR/550/160/410 550 160 410 6.100

179 Z PUR/559/203/406 559,0 (22") 203,0 (8") 406,0 (16") 8.000

179 Z PUR/559/254/406 559,0 (22") 254,0 (10") 406,0 (16") 9.900 S -g’
179 Z PUR/711/203/559 711,0 (28") 203,0 (8") 559,0 (22") 10.100 =
179 Z PUR/711/254/559 711,0 (28") 254,0 (10" 559,0 (22") 12.650

169 M



